MODELS & SPECIFICATIONS

R259EBS

R759EBS

R859EBS

Basic

Girill

Convection

Microwave (IEC)*

900W

1000W

1100W

1100W

1100W

Power Output

2100W

Yes

o)
Inverter
Capac

23

28

32

Interior

Gray Cavity

Gray Cavity

STS

Specifications

Power Source

230-240V, 50Hz

230-240V, 50Hz

230-240V, 50Hz

Door Opening

Handle Door

Handle Door

Handle Door

11

11

11

99 mins 99 secs

99 mins 99 secs

99 mins 99 secs

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes (2)

Yes (2)

Yes (2)

Yes

Yes

Child Lock

Yes

Yes

Energy Save Mode

Yes

Yes

Eco Mode Function

Yes

Yes

Color

Black STS

Black STS

Black STS

Interior

Black

Black

Black

Appearance

Control Panel Type

Touch Control

Touch Control

Touch Control

Glass Door Type

Black

Black

Black

Display

LED

LED

LED

270mm / glass

315mm / glass

315mm / glass

Accessories
Rack/Tray

@274 /90 mm

@274 /90/ 45 mm

Dimensions Qutside (W xHx D

485 x 293 x 408 mm

513 x 306 x 429 mm

520 x 315 x 510 mm

(WxHxD) Interior (W x H x D)

317 x 221 x 348 mm

330 x 228 x 370 mm

351 x 249 x 361 mm

Approx 9.5kg

Approx 12.0kg

Approx 15.0kg

Design and Specification are current as of JUNE 2019, but subject to change without prior notice. Actual colours may differ slightly in this catalogue.
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INVERTER

MICROWAVE OVEN

SH/o




BASIC INVERTER MODEUL

COOKING PERFORMANCE

Unlike conventional microwave oven which works on an “ON” and “OFF” power to cook, Sharp’s J-Tech Inverter works on a
constant power management, to give more efficient heat management and shorter cooking time. This constant power
management provides numerous advatanges.

Conventional Microwave Oven J-Tech Inverter

On/0ff Power Switching Food Temperature Linear Power Control Food Temperature

300°C 300°C
0°C 0°C AAA Time
High [ Medim " INNESTNND High [ Medim " [NNNESHNND
Power is controlled with On and Off switching heating resulting High precision control power to prevent overheating. No
an uneven food temperature throughout the process flavour and nutrients are lost.
QUICK AND GENTLE DEFROST WITH J-TECH INVERTER AUTO MENUS
With smart power management, you can set the power that you want Enjoy a variety of delicious food with the microwave’s simple and speedy
flexibly with high efficiency when the microwave power is always on. Auto Menus feature. Just select the food category, enter weight and the ) FEATURES
This is ideal for defrosting or cooking delicate food. oven will set the time and power level automatically. The weight of the
food is pre-programmed QOOW

Room 4 N ) MICROWAVE OUTPUT LITRES TURNTABLE

Temperature P - A N Com o = ?ﬁ_ﬁ‘?
C . ROAST — NETANT e J-Tech Inverter e 2 Instant Reheat Menus
M?""e"“o“% PEANUTS ONION NOODLES e Touch Control Panel ¢ 99 Minutes and 99 Seconds Cooking Time
icroftag Sven s A Z e 11 Microwave Power Levels * 2 Multiple Stages Sequence Cooking
. s N 3 ! e Auto Menus e Child Lock
%. ) 2 Defrosthenus e Energy Saving Mode
g BITTER e 3 Convenience Menus
MELON SOUP BOIL MEAT
s N\ Vi ' J
-18°C : : - ! MODEL:
Defrost or cooking delicate food a2 - R259EBS

* Test data by Japan Test Kitchen.

MICROWAVE

mMore POWERFUUL aNnD QUICKER reHeaT :

J-Tech Inverter can generate higher output power from the “same output”. To cook or to reheat food, the cooking time is shorter by 18% to 30% compared
with conventional oven.

Reheat a cup @ J-Tech Inverter 55” up I;J
of coffee” = Non-Inverter 1"10” 22 A)

FASTER

Reheat a R J-Tech Inverter 610” 1%1(-())/

casserole A SR 0
\ Non-I ’30”

on-Inverter 730 FASTER

UP TO

g \ 30%

FASTER

Cook a jacket
potatoes g Non-Inverter

J-Tech Inverter 2’44”

* Test data by Japan Test Kitchen. Reheating 150cc of water to 75C, test data may vary according to the food.




INVERTER WITH GRILL

CRISP OUTSIDE, SUCCULENT INSIDE

This contemporary midsized microwave is a stylish addition to any kitchen. It has the convenience of a grill, which offers even
cooking and cooking of popular menus for your own peace of mind.

.

GRILL COOKING

Heating element at the top of the oven cavity has one power
setting only. It delivers 1100 watts of output power so that it
warms up quicker than ever. The grill is assisted by the turntable
which rotates simultaneously to ensure even browning.

.

COMBINATION 1

Enjoy fast cooking with 55% microwave assistance and 45%
time for grill cooking. This combination are suitable for fish and
au gratin cooking.

('55% 45% )

Microwave Grill

* Convection mode availble for model R859EBS.

.

COMBI COOKING

The Combi Cooking feature enables a combination of Microwave
Power with Grill, or Convection®, and as well as the combination of
Grill and Convection*, Combi means to cook by microwave power,
grill power, or convection* power alternately. The combination
cooking reduces cooking time and provides a crisp, brown finish,
giving you the convenience of fast cooking with a traditional
appetising appearance.

. J

COMBINATION 2
Use for pudding, omelettes and poultry, combination 2 delivers
36% time for microwave cooking and 64% time for grill coooking.

((38% 64% )

Microwave Grill

MODEL:
R759EBS

MICROWAVE

e % ﬁh €O
; i y \

FEATURES

1NOOW

QUARTZ GRILL

e J-Tech Inverter

e 1000W Microwave Output
e Grill Cooking

e Combi Cooking

e Touch Control Panel

¢ 11 Microwave Power Levels
e Auto Menus

GRILL "'

LITRES TURNTABLE

e 2 Defrost Menus

e 3 Convenience Menus

e 2 Instant Reheat Menus

e 99 Minutes and 99 Seconds Cooking Time
e 2 Multiple Stages Sequence Cooking

e Child Lock

e £CO Mode




INVERTER WITH CONVECTION

SATISFACTION IN EVERY BITE.

Preparing sumptuously nutritious meals is simply a breeze when you have a savvy kitchen helper from Sharp. Whichever
» Cooking styles you prefer, the Sharp Convection Inverter Microwave Oven gets it done with ease and a touch of fine flair.

.

FAN FORCED COOKING

Hot air is circulated throughout the oven by a fan whereby it surrounds and
cooks the food. This fan forced heating method provides more uniformed
results than conventional ovens. Even heat distribution achieved by the fan
forced heating browns and locks in the natural juices of the food.

FAN FORCED CONVECTION TEMPERATURE
Selection of 10 pre-set oven temperature that can be used as a
conventional oven using the fan forced facility. The temperature
can be chosen from 40°C to 230°C.

Ui &

FAN FORCED MENUS

Meat selection of your choice for your roasting
convenience. Auto weight range from 0.5kg up
ROAST | 0 1.5kg, roasting a poultry is not a problem.

Select from frozen pizza to sponge cake,

S proceed to input the food weight (kg), and the
BAKE oven will automatically calculate the baking time
and temperature of the food

FEATURES

2100w

CONVECTION

Apple pie, pineapple pie, mango pie, here we
iy go... with the fruit pie menu key, how easy it is
FRUITPIE | to make your favourite pies.

LITRES TURNTABLE

e J-Tech Inverter e Auto Menus

PREHEAT FUNCTION e 1100W Microwave Output e 3 Convenience Menus
e 1100W Top Grill e 2 Multiple Stages Sequence Cooking
@ The fan forced coqking gives youan option to either e Combi Cooking * 99 Minutes and 99 Seconds Cooking Time
preheat the oven first before using or not to preheat : : : e Touch Control Panel ® 40°C to 230°C Convection Temperature
PREHEAT | them first. Preheating is recommended for better ! - e 11 Microwave Power Levels e Child Lock

results especially for baking and roasting food. : e Fan Forced Menus e £CO Mode

- = ..

GRILL + MICROWAVE

CONVECTION + MICROWAVE




